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monitoring equipment throughout sub-
sequent drilling operations. This equip-
ment must have the following indica-
tors on the rig floor: 

(a) Pit level indicator to determine 
drilling fluid-pit volume gains and 
losses. This indicator must include 
both a visual and an audible warning 
device; 

(b) Volume measuring device to accu-
rately determine drilling fluid volumes 
required to fill the hole on trips; 

(c) Return indicator devices that in-
dicate the relationship between drill-
ing fluid-return flow rate and pump 
discharge rate. This indicator must in-
clude both a visual and an audible 
warning device; and 

(d) Gas-detecting equipment to mon-
itor the drilling fluid returns. The indi-
cator may be located in the drilling 
fluid-logging compartment or on the 
rig floor. If the indicators are only in 
the logging compartment, you must 
continually man the equipment and 
have a means of immediate commu-
nication with the rig floor. If the indi-
cators are on the rig floor only, you 
must install an audible alarm. 

§ 250.458 What quantities of drilling 
fluids are required? 

(a) You must use, maintain, and re-
plenish quantities of drilling fluid and 
drilling fluid materials at the drill site 
as necessary to ensure well control. 
You must determine those quantities 
based on known or anticipated drilling 
conditions, rig storage capacity, 
weather conditions, and estimated 
time for delivery. 

(b) You must record the daily inven-
tories of drilling fluid and drilling fluid 
materials, including weight materials 
and additives in the drilling fluid re-
port. 

(c) If you do not have sufficient quan-
tities of drilling fluid and drilling fluid 
material to maintain well control, you 
must suspend drilling operations. 

§ 250.459 What are the safety require-
ments for drilling fluid-handling 
areas? 

You must classify drilling fluid-han-
dling areas according to API RP 500, 
Recommended Practice for Classifica-
tion of Locations for Electrical Instal-
lations at Petroleum Facilities, Classi-

fied as Class I, Division 1 and Division 
2 (as incorporated by reference in 
§ 250.198); or API RP 505, Recommended 
Practice for Classification of Locations 
for Electrical Installations at Petro-
leum Facilities, Classified as Class 1, 
Zone 0, Zone 1, and Zone 2 (as incor-
porated by reference in § 250.198). In 
areas where dangerous concentrations 
of combustible gas may accumulate, 
you must install and maintain a ven-
tilation system and gas monitors. 
Drilling fluid-handling areas must have 
the following safety equipment: 

(a) A ventilation system capable of 
replacing the air once every 5 minutes 
or 1.0 cubic feet of air-volume flow per 
minute, per square foot of area, which-
ever is greater. In addition: 

(1) If natural means provide adequate 
ventilation, then a mechanical ventila-
tion system is not necessary; 

(2) If a mechanical system does not 
run continuously, then it must acti-
vate when gas detectors indicate the 
presence of 1 percent or more of com-
bustible gas by volume; and 

(3) If discharges from a mechanical 
ventilation system may be hazardous, 
then you must maintain the drilling 
fluid-handling area at a negative pres-
sure. You must protect the negative 
pressure area by using at least one of 
the following: a pressure-sensitive 
alarm, open-door alarms on each access 
to the area, automatic door-closing de-
vices, air locks, or other devices ap-
proved by the District Manager; 

(b) Gas detectors and alarms except 
in open areas where adequate ventila-
tion is provided by natural means. You 
must test and recalibrate gas detectors 
quarterly. No more than 90 days may 
elapse between tests; 

(c) Explosion-proof or pressurized 
electrical equipment to prevent the ig-
nition of explosive gases. Where you 
use air for pressuring equipment, you 
must locate the air intake outside of 
and as far as practicable from haz-
ardous areas; and 

(d) Alarms that activate when the 
mechanical ventilation system fails. 
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